Overview

automation and front desk control.
e Electronic keypad and locking
e IC card, smart card or RFID options
e No hard wiring, so G-Lock on G-Mesh is relatively quick and easy to install
Low battery warning at 100 uses
Door thickness 40 — 55mm
Batteries 4 x LR6 (AM3, AA) 1.5V
Low power warning at 100 uses
o Approximate life 20,000 uses
e Temperature -40°C to 70°C

G-Lock is a state-of-the-art online door lock empowered with G-Mesh ZigBee wire-free plug and play for 8

Operation

e Card operated with conventional key back-up facility

e Green light indicates open, red light indicated wrong/faulty card
Finishes

e Modern or antique styling

e Forged steel body

e Gold or brushed stainless steel finish
G-Mesh and ZigBee Wireless

e 256Kbit encryption

e ZigBee-compliant (IEEE 802.15.4 physical radio standard)
e Operating worldwide at 2.4GHz (global), 915MHz (Americas) and 868MHz (Europe)
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Property management system interfaces
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Brilliant Hotel Systems, CMS Hospitality, Databasics, Fokus, GEAC, HIS, Hogatex, Landmark, Marriott,
Opera, Fidelio, PMS interfaces, Sanderson, Softbrands, Sulcus, Trilogy.

opyright

Security

G

e Programmable to five independent security levels
o Anti counterfeit encryption technology
o Internal deadlock

Compliance

e ISO-9001 International quality system certification
e C-Tick compliant




